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M A D E  I N  I T A L Y



LAVORAZIONE FONDO - CD10 TS2/SC

Macchina per sgrossare/cardare 
il fondo della scarpa

Con  2 teste indipendenti che lavorano contemporaneamente. 
�&�Q�Y�J�W�S�F�Y�N�[�F�R�J�S�Y�J�� �J�S�Y�W�F�R�G�J�� �Q�J�� �Y�J�X�Y�J�� �U�T�X�X�T�S�T�� �J�X�X�J�W�J�� �H�T�S�*�L�Z�W�F�Y�J�� �H�T�R�J��
�X�L�W�T�X�X�F���X�L�W�T�X�X�F���T���H�F�W�I�F���H�F�W�I�F���U�J�W���X�N�Y�Z�F�_�N�T�S�N���I�N���J�Q�J�[�F�Y�F���U�W�T�I�Z�_�N�T�S�J��

• �2�T�S�N�Y�T�W���Y�T�Z�H�M���X�H�W�J�J�S���I�F�������c�c�����N�S���U�T�X�N�_�N�T�S�J���J�W�L�T�S�T�R�N�H�F

• Sistema operativo MS Windows

• �8�N�X�Y�J�R�F���I�N���X�F�Q�[�F�Y�F�L�L�N�T���J���F�L�L�N�T�W�S�F�R�J�S�Y�T���I�J�N���I�F�Y�N���H�T�S��
�����X�Z�U�U�T�W�Y�T���:�8�'

• �7�J�F�Q�J���U�T�X�X�N�G�N�Q�N�Y	����I�N���F�X�X�N�X�Y�J�S�_�F���W�J�R�T�Y�F

• �5�W�T�L�W�F�R�R�F�_�N�T�S�J���I�J�Q�Q�c�Z�Y�J�S�X�N�Q�J���I�N���X�L�W�T�X�X�F�Y�Z�W�F���H�F�W�I�F�Y�Z�W�F���H�M�J���X�J�L�Z�J��
  il percorso tridimensionale

• �;�J�Q�T�H�N�Y	����J���U�W�J�X�X�N�T�S�J���I�J�L�Q�N���Z�Y�J�S�X�N�Q�N���U�W�T�L�W�F�R�R�F�G�N�Q�J���U�Z�S�Y�T���F���U�Z�S�Y�T

• �+�T�Y�T�H�J�Q�Q�Z�Q�J���U�J�W���X�G�Q�T�H�H�F�W�J���Q�F���K�T�W�R�F�����X�J�S�_�F���N�S�Y�J�W�[�J�S�Y�T���R�F�S�Z�F�Q�J

• �&�Z�Y�T�F�U�U�W�J�S�I�N�R�J�S�Y�T���I�J�Q���U�W�T�*�Q�T���I�J�Q�Q�F���X�H�F�W�U�F���H�T�S���X�[�N�Q�Z�U�U�T��
�����F�Z�Y�T�R�F�Y�N�H�T���I�J�Q�Q�F���S�Z�R�J�W�F�Y�F

• �.�S�X�T�S�T�W�N�_�_�F�_�N�T�S�J

• �&�X�X�N�X�Y�J�S�_�F���W�J�R�T�Y�F���R�J�I�N�F�S�Y�J���9�J�F�R�;�N�J�\�J�W

• �(�T�S�K�T�W�R�J���F�N���W�J�V�Z�N�X�N�Y�N���.�S�I�Z�X�Y�W�N�F��������

CD10 TS2/SC

SETTORI DI APPLICAZIONE

Sneakers Montato GoodyearDonnaUomo Bambino Safety Sportive



K201
PREMONTA - TRACCIATRICE

OPTIONAL & ACCESSORI

• Gruppo pinze MULTI SHAPE

• Sistema CALIBRATORE MERCALLI. 

• Tiraggio orizzontale pinze 5.

• Inclinazione piattello programmabile.

• Testa mobile programmabile.

• Lavorazione per scarpe “goodyear” e 

scarpe “safety” (puntale in ferro).

• UNIVERSAL CEMENTING SYSTEM 

Lavorazione con tutti i tipi di collanti : 

prespalmato (neoprene, lattice, ecc.),  

resine termoplastiche. Anche con colla 

ad acqua. 

• EASY LINK

VAI ALLA SCHEDA TECNICA  >

CARATTERISTICHE CD10 TS2/SC

LAVORAZIONE FONDO - CD10 TS2/SC

AUTOAPPRENDIMENTO

�&�Z�Y�T�F�U�U�W�J�S�I�N�R�J�S�Y�T�� �I�J�Q�� �U�W�T�*�Q�T�� �I�J�Q�Q�F�� �H�F�Q�_�F�Y�Z�W�F�� �J�� �H�F�Q�H�T�Q�T��

�F�Z�Y�T�R�F�Y�N�H�T���I�J�Q�Q�c�N�S�H�Q�N�S�F�_�N�T�S�J���I�J�L�Q�N���Z�Y�J�S�X�N�Q�N�����N�Q���Y�Z�Y�Y�T���H�T�R�T�I�F�R�J�S�Y�J��

�L�J�X�Y�N�Y�T���Y�W�F�R�N�Y�J���X�H�M�J�W�R�T���Y�T�Z�H�M���X�H�W�J�J�S��

SGROSSATURA E CARDATURA

�1�F�� �X�L�W�T�X�X�F�Y�Z�W�F�� �F�[�[�N�J�S�J�� �Y�W�F�R�N�Y�J�� �Z�S�F�� �K�W�J�X�F�� �T��

�X�U�F�_�_�T�Q�F���H�M�J���J�Q�N�R�N�S�F���Q�J���J�H�H�J�I�J�S�_�J���I�J�Q���R�T�S�Y�F�L�L�N�T����

�F���L�F�W�F�S�_�N�F���I�N���Z�S�F���J�K�*�H�F�H�J���H�F�W�I�F�Y�Z�W�F����

IMPOSTAZIONI ERGONOMICHE

�9�T�Z�H�M�� �X�H�W�J�J�S�� �N�S�� �U�T�X�N�_�N�T�S�J�� �J�W�L�T�S�T�R�N�H�F���� �8�N�X�Y�J�R�F�� �T�U�J�W�F�Y�N�[�T��

�J�[�T�Q�Z�Y�T�� �N�S�� �\�N�S�I�T�\�X���� �H�T�R�Z�S�N�H�F�_�N�T�S�J�� �Z�S�N�[�J�W�X�F�Q�J� �� �X�N�X�Y�J�R�N�� �I�N��

�X�F�Q�[�F�Y�F�L�L�N�T���I�F�Y�N���J���F�L�L�N�T�W�S�F�R�J�S�Y�N���Y�W�F�R�N�Y�J���X�Z�U�U�T�W�Y�T���Z�X�G��

OPTIONAL E ACCESSORI

• �8�R�J�W�N�L�Q�N�F�Y�W�N�H�J���Q�F�Y�J�W�F�Q�J

VAI ALLA SCHEDA TECNICA >



BOTTOM WORKING MACHINES - CD10 TS2/SC

Rough-milling/roughing machine 
for the bottom of the shoe

With two independent heads that carry out the operations simultaneously. 
Alternately, both the heads can be set as rough-milling/rough-milling or 
roughing/roughing for high productivity working.

It presents the following features:

• 15“ Touch Screen monitor, in ergonomic position

• MS Windows operative system

• Data saving and updating system by means of USB support

• Real possibility of remote assistance

• Rough-milling/roughing tool adjustment following the three-dimensional path

• Speed and pressure of the tools adjustable point by point

• Photocells to unlock the last, without manual intervention

• �8�J�Q�K���Q�J�F�W�S�N�S�L���T�K���Y�M�J���K�T�T�Y�\�J�F�W���U�W�T�*�Q�J���\�N�Y�M���F�Z�Y�T�R�F�Y�N�H���X�M�T�J���X�N�_�J���I�J�[�J�Q�T�U�R�J�S�Y

• �8�T�Z�S�I�U�W�T�T�*�S�L

• Remote assistance by TeamViewer

• Industria 4.0 ready

CD10 TS2/SC

SECTORS OF APPLICATION

Lasted Sneakers GoodyearSafety SportsWomanMan Child



K201
PREMONTA - TRACCIATRICE

OPTIONAL & ACCESSORI

• Gruppo pinze MULTI SHAPE

• Sistema CALIBRATORE MERCALLI. 

• Tiraggio orizzontale pinze 5.

• Inclinazione piattello programmabile.

• Testa mobile programmabile.

• Lavorazione per scarpe “goodyear” e 

scarpe “safety” (puntale in ferro).

• UNIVERSAL CEMENTING SYSTEM 

Lavorazione con tutti i tipi di collanti : 

prespalmato (neoprene, lattice, ecc.),  

resine termoplastiche. Anche con colla 

ad acqua. 

• EASY LINK

VAI ALLA SCHEDA TECNICA  >

FEATURES CD10 TS2/SC

BOTTOM WORKING MACHINES - CD10 TS2/SC

SELF-LEARNING

�8�J�Q�K���Q�J�F�W�S�N�S�L���T�K���Y�M�J���X�M�T�J���U�W�T�*�Q�J���G�^���U�J�S�����F�S�I���F�Z�Y�T�R�F�Y�N�H���H�F�Q�H�Z�Q�F�Y�N�T�S��

�T�K�� �Y�M�J�� �N�S�H�Q�N�S�F�Y�N�T�S�� �T�K�� �Y�M�J�� �Y�T�T�Q�X���� �F�Q�Q�� �H�T�S�[�J�S�N�J�S�Y�Q�^�� �R�F�S�F�L�J�I�� �G�^��

�Y�T�Z�H�M�X�H�W�J�J�S��

ROUGH MILLING / ROUGHING

�9�M�J���W�T�Z�L�M���R�N�Q�Q�N�S�L���N�X���H�F�W�W�N�J�I���T�Z�Y���G�^���F���L�W�N�S�I�N�S�L���W�T�Q�Q�J�W��

�\�M�N�H�M�� �J�Q�N�R�N�S�F�Y�J�X�� �Q�F�X�Y�N�S�L�� �J�]�H�J�X�X�� �R�F�Y�J�W�N�F�Q�X����

�J�K�K�J�H�Y�N�[�J���W�T�Z�L�M�N�S�L��

ERGONOMIC SETTINGS

�9�T�Z�H�M���X�H�W�J�J�S���N�S���J�W�L�T�S�T�R�N�H���U�T�X�N�Y�N�T�S�����<�N�S�I�T�\�X���Z�U�I�F�Y�J�I���T�U�J�W�F�Y�N�S�L��

�X�^�X�Y�J�R���� �Z�S�N�[�J�W�X�F�Q�� �H�T�R�R�Z�S�N�H�F�Y�N�T�S� �� �I�F�Y�F�� �W�J�X�H�Z�J�� �X�^�X�Y�J�R�� �F�S�I��

�Z�U�I�F�Y�J�X���G�^���:�8�'���X�Z�U�U�T�W�Y��

OPTIONALS & ACCESSORIES

• �7�T�Z�L�M�N�S�L���Y�T�T�Q���T�S���Y�M�J���R�F�H�M�N�S�J���X�N�I�J

VIEW DATASHEET >



K201
PREMONTA - TRACCIATRICE

SCHEDA TECNICA CD10 TS2/SC

SCHEDA TECNICA - CD10 TS2/SC

DIMENSIONI (L x P x H) mm 1330 x 2060 x 2260

DIMENSIONI IMBALLO mm 1450 x 2200 x 2240

PESO NETTO kg 1400

PESO LORDO IN CASSA kg 1700

POTENZA ELETTRICA 
TOTALE INSTALLATA

Kw 12,0

ALIMENTAZIONE PNEUMATICA Bar 6

ALIMENTAZIONE ELETTRICA 3PH + PE

<  TORNA AI DETTAGLI DELLA MACCHINA



TECHNICAL FEATURES CD10 TS2/SC

TECHNICAL FEATURES - CD10 TS2/SC

DIMENSIONS (L x W x H) mm 1330 x 2060 x 2260

PACKAGING DIMENSIONS mm 1450 x 2200 x 2240

NET WEIGHT kg 1400

GROSS WEIGHT IN CASE kg 1700

TOTAL INSTALLED 
ELECTRIC POWER

Kw 12,0

PNEUMATIC POWER SUPPLY Bar 6

POWER SUPPLY 3PH + PE

<  BACK TO THE MACHINE DETAILS



M A D E  I N  I T A L Y

Avantium
Corso Novara, 218

27029 Vigevano (PV) - Italia
Tel: +39 0381 20905 

www.avantium.it
Email: info@avantium.it


